YOUR RELIABLE EYE ON GROUND

Your

Safe Zone has a high
durability with its
specially formulated
outer body structure.
It steps forward with its
ability to work on all kinds
of weather conditions
between -30°C and +55°C.
It can operate without
requiring maintenance
for long years.
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It passed all immersion
tests with outstanding
success and zero leaks.
The special leak-proof
material is dust and
dirt-proof.
Works up to 1 year with
2 batteries
Safe Zone systems do not have a
separate on-off switch on the device.
It begins to operate as soon as the
sensor battery is connected.
It can work up to 1 year
uninterruptedly with
2 D Size 3.6V batteries.

Special Tote Bag
Specially manufactured tote bags according to
IP 67 standards with a capacity of 10 sensors
and 20 batteries. Total weight is 10,1 kg.

Ground

Sensor Dimensions
Measurements: 89x96x106mm
Weight: 550 gr battery included
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Manufacturer

AB ÇEVRE
GÜVENLİK SİSTEMLERİ A.Ş.
Mutlukent Mahallesi
2069 Sokak No:2
06800 Çankaya-Ankara/TURKEY
Tel. +90 312 926 68 66
Fax. +90 312 466 03 11
info@abguvenlik.net
www.abguvenlik.net
www.abguvenlik.com

grafiker.com.tr
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Compliance with IP
68 standard

Durability

Areas of use

Our vision

- Borders and border security areas
- Military facility, base, station, and
operation areas
- Airports/hangars
- Penal institutions
- Power plants
- Natural gas pipelines and facilities
- Critical facilities and factories
- Natural parks and preservation areas
- Farms and dairies
- Private properties and many other
areas with safe use.

As AB Environmental Security Systems Corp.,
we are engaged in R&D efforts to provide
innovation, accessibility, and affordability in
the ﬁeld of security systems and necessary
technological advancement for our country and
all the countries in the world.
The multi-purpose sensors we launch under
the brand Safe Zone are produced to meet the
maximum security needs.
We are establishing our position in world
markets with our products compliant with strict
military standards and vested with high-end
technology.

What is a Safe Zone,
and how does it
operate?
Safe Zone is a multi-functional
sensor system that identiﬁes
threats and triggers with seismic
detectors, processes identiﬁed
data,, turns them into alarms,
transmits this alarm to a hand
and tra
terminal and/or center.
termin
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system is fundamentally comprised of
The sy
3 main components: Sensor, Hand Terminal,
Signal Repeater (Relay). It is activated as
and Sig
as the sensor battery is connected. Safe
soon a
Zone ssensors are placed in 6-12 m intervals
depending on the soil properties about 1 cm
depend
below the ground level in areas that require
attention to security. The sensor transmits
attenti
alarm it generates directly to the hand
the ala
terminal and/or signal repeaters placed
termin
between the sensor and the
hand terminal. Therefore,
the signal transmissionreception distance between
the sensor and the hand
terminal is extended.
The signal repeater transmits
the alarm to the hand
terminal and center, likewise
the sensor itself.
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What does the signal repeater do?
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Safe Zone Seismic Sensor is placed in sufﬁcient
numbers on the ﬁeld where a security wall is
to be created according to the instructions and
depending on the size of the ﬁeld. The sensors
can send signals to the hand terminal up to
2 km depending on terrain conditions. Signal
repeaters play a role in areas where
it is necessary to extend the signal
transmission distance. The
signal repeater can transmit
the alarm generated on the
sensor to another signal
repeater or the hand terminal
up to 7 km, depending on
terrain conditions. Each signal
repeater can extend the alarm
transmission distance by 7 km.

Easy to install and use

Speed and high sensitivity

Other signiﬁcant properties

Safe Zone Sensor Systems are easy to install and practical. Every sensor is
embedded 1 cm deep below the surface in 6-12 m intervals depending on
soil conditions, and the system is made ready. They can remain embedded
and active continuously while it is also possible to temporarily use, unearth,
and deactivate them until the next operation. Safe Zone can be used without
the need for any technical training. Moreover, they can be integrated with
available camera systems in use. It can operate connected to a power supply
or battery. Safe Zone offers efﬁciency to use anywhere, including areas
where GSM service is not available.

Our sensors process and
interpret the data they create
with high sensitivity detection
systems. It creates an alarm
after identifying a threat.
It takes 2 seconds on average to
create an alarm and transmit it
to the hand terminal.

- The sensor system has
a modular design.
- It has a microprocessor
control.
- It has double listening
and frequency hopping.
- It can be remotely
calibrated.
- It reports the battery
status with the
remaining service time.
- Data transmission
between the sensor,
signal repeater,
and hand terminal
is provided with RF
signals.
- It can test itself when
activated.
- It can transmit data
to the sensor, hand
terminal, and signal
repeater up to 2 km
depending on terrain
conditions.
- It can exchange data
at points where GSM
service is unavailable.
- It has sensitivity in 6-12
m diameter depending
on the ﬁeld it is placed
on or soil type.
- It sends the sensor
alarm data to the
deﬁned hand terminal.
- It has a virtual GPS
broadcasting feature to
ﬁnd the sensor when
necessary.
- It can distinguish
external high amplitude
sounds above the
programmed threshold.
- It does not have an
external antenna output
or protrusion.
- It can be used for long
years by replacing
batteries.

